
Update bollards with an integrated, long 
lasting LED conversion kit.

FEATURES

OVERVIEW

•	 Excellent Components

•	 0-10V dimming

•	 HiLumz mounting expertise

•	 House Side / Street Side directional

hilumzusa.com

HLBK
Bollard Pearl
Utility Grade Retrofit System
Specification Sheet

 HLBK  10
 15
 20
 30

 1D = 100-277VAC
 2D = 480VAC

 50K = 5000K
 40K = 4000K
 35K = 3500K
 30K = 3000K
 27K = 2700K
 22K = 2200K
 AM = Amber  

ORDERING
EXAMPLE  HLBK-20-1D-27K-e26:   20 Watt bollard kit for 120-277VAC input, 27000K, e26 screw in

 Product         Wattage         Input Voltage            Color/CCT                           Mounting                                      Surge Protection

 UP = Standard Plate
 E26 = Bottom Up E26
 E39 = Bottom Up E39
 9XXXX = 5-digit Custom Mount
 

 SP10 = 10kV Surge

HiLumz USA
Alpharetta, GA 30005
sales@hilumzusa.com
678-867-9200

UP = Standard mount 
plate, 6” diameter

4” height
Compact Light Engine

We are experts at installation. 
We offer with socket screw-in 
(e26), adjustable brackets, or 
fully custom with fixture specific 
measurements.

Driver is external from light 
engine unless specified otherwise.

MOUNTING


