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hilumzusa.comNightShine Grand® High Mass & Tennis

The HiLumz NightShine Grand was 

designed as a great high mast light 

for replacing up to 2000W systems. 

Recently, a redesigned optical package 

positioned it as a proven winner for 

tennis courts.

60k to 90k Lumens
5050 Chipset with Fantastic Optical Performance
A Proven Winner with Tennis Courts (Class III)

OVERVIEW

FEATURES
• Available 5000k (other CCT special order)

• 120 to 480VAC input

• >Ra80

• 110,000 L70

• Tool-less entry serviceable driver and surge 
protection

 AR08  400
 500
 600

 T4
 T2

 50K = 5000K 1N (120-277)
 2N (277-480)

  
 SP Pole Mount (square)
 RP Pole Mount (round) 
 TRU  Trunnion
 SF Slip Fitter

 N None
 D1 Photocell
 D2 Smart Photocell
 D4 Motion
 C1 Custom

EXAMPLE  AR08-500-1N-57K-T5-SF-N-10 :   500 watt unit on a 120-277V line at 5700K, with T4 optics and slip fitter mount, 10 year warranty

SKU       Wattage   Voltage   CCT        Optics Mounting            Controls  Shields

 BS Back shield*
 4S Four side shield*
 
 * cost adders
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NOTICE

THE INFORMATION CONTAINED HEREIN IS CONFIDENTIAL AND
PROPRIETARY INFORMATION, AND AS SUCH,   CANNOT BE
COPIED OR DISCLOSED TO OTHERS WITHOUT THE PRIOR
WRITTEN CONSENT OF HILUMZ LLC. SHEETSCALESIZE
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DIMENSIONS ARE IN INCHES

TOLERANCES (UNLESS OTHERWISE SPECIFIED)

.XXX ± .010

.XX ± .02

.X ± .1
ANGLE ± 1°

125
TITLE

· INTERPRET DRAWING PER ASME Y14.100-2017.
· INTERPRET DIMENSIONING AND TOLERANCING PER ASME Y14.5-2018.
· REMOVE ALL BURRS AND SHARP EDGES.
· ALL DIMENSIONS APPLY AFTER COATING.
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05-SLIPMOUNT-70096

SEE OTHER SHEETS

Powder Coat - Rough - Black RAL9011

 

Assembly with Critical Dimensions
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Tennis Lighter Mount Bracket

• Available in 2200k, 2700k, 3000k, 4000k, 5000k

• 120 to 480VAC input

• >Ra80

• 90,000 L70

• Serviceable driver and surge protection

• T2, T3, T4, T5 optical options

• Simple “one-person install” system

• Integration of controls of your choice


